
EU series cylinder EN series doble shaft cylinder

Series No Bore X Stroke － Magnet No － Thread type

EN 10
16
20
...
32

25
50
75
...

S ：With Magnet Blank G：
P ：PT
T ：NPT

Order Example:
EN series double shaft cylinder, Bore 32mm, stroke 30mm, with magnet, PT thread. ERP code is: EN32X30-S-P
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Bore (mm) Standard stroke (mm) Max str. oke (mm)

EU Series EN Series1.58 1.59
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7 3 - 5.8 4.8 1 1 7 3.2 9 M3X0.5 5 18 M5X0.8 15.5 10 --10

10 5 6 9.5 8 16 9 5.5 16 M5X0.8 8 30 M5X0.8 21 10 5.54.520

17 6 10 1 1 1 1.5 24 1 1 6.6 24 M6X1.0 9 48 1/8" 23 12.5 94.5

AC(No magnet) AC(With magnet)

Bore Sign/

Note:When bore is 6 10mm,EU cylinder with double nuts.φ 、
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Depth JA
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4-L Thread depth LA

NPT PT port size is optional、 .1
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EN series doble shaft cylinder EN series double shaft cylinder

EN 10Φ
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NO. Part name

Bumper

Piston seal

Piston rod

Head cover

Piston

Wear ring

Rear cover

Anti-bump cushion

Nut

Magnet

O ring-

S45C hard chrome carbon steel

Material

POM

Aluminum alloy

NBR

Aluminum alloy

PTFE

Aluminum alloy

TPU

Carbon steel

Plastic

NBR

Adjustable nut Carbon steel

Screw Carbon steel

C clip Spring steel

Fixing plate Aluminum alloy

Wiper seal NBR

Body Aluminum alloy

Magnet holder Aluminum alloy
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EN Series EN Series1.60 1.61
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HX-07R/HX-07R-QD

HX-07P/HX-07P-QD HX-07N/HX-07N-QD

HX 07R- HX 07N- HX 07P-HX 07RA-

100 mA max.

5-120V DC/AC 5-240V DC/AC 5-30V DC

6 W max. 10 W max.

200 mA max.

6 W max.

DC

2.5V max.

0.01mA max.

HX-11R/HX-11R-QD HX-11P/HX-11P-QD
HX-11N/HX-11N-QD

HX 11R- HX 11N- HX 11P-

100 mA max.

10 W max.

3.5V max.

200 mA max.

6 W max.

0.01mA max.

3 3 2C. Φ、 ， 3 3 3C. Φ、 ，

2.8
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7 1±

4 6.
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25 5.

7 5. 150 10±
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150 10±

4 65 0 1. ± . R0 5 2. *

Ф . ± .4 25 0 1

3 05 0 1.    ±  .

HX - 07 - R - H - 2M - QD8

Product code Series No.

Switch type
R Two wire reed switch:

:N  NPT type
:P  PNP type

Special model
No.:Standard sensitive

:B  NC type
:H  High sensitive type
:L  Low sensitive type

X  No indicator type:

Wire length
No: Standard 1M

. :   .1 5M  1 5M
:2M  2M
:5M  5M

Connection
QD8  QD8 Male fitting:

Note: 1 Testing with standard magnet: Φ15. 5x Φ8x5t（Plastic magnet. ）；
. / 、 、 / / ；2  Sine wave X Y Z3 axial direction  each axial direction three times  each time 11ms
. . / - , / 、 、 ；3  complex amplitude 1 5mm 10Hz 55Hz sweep frequency  last one minute  each time X Y Z axial direction for one hour
.   = /  = /  = /  =4  1 No 2 output short circuit protection 3 Power reverse connection protection 4 Surge absorption protection

Groove dimension Groove dimension

QD fitting wiring QD fitting wiring

The highest induction position

The highest induction position

Two wires European wiring EQD（ ）Two wires QD（ ） Three wires（QD）

Brown（+）

Blue（-）

Blue（-）

Blue（-）

Not use

Not use

Brown（+） Brown（+）

Black

NPN type ( Input) PNP type ( Output)

Power reverse connection protection    Surge absorption protection

The highest induction position The highest induction position

Two wires European wiring EQD（ ）Two wires QD（ ） Three wires（QD）

Brown（+）

Blue（-）

Blue（-）

Blue（-）

Not use

Not use

Brown（+） Brown（+）

Black

HX - 11 - R - H - 2M - QD8

Product code Series No.

Switch type
R Two wire reed switch:

:N  NPT type
:P  PNP type

Special model
No.:Standard sensitive

:B  NC type
:H  High sensitive type
:L  Low sensitive type

X  No indicator type:

Wire length
No: Standard 1M

. :   .1 5M  1 5M
:2M  2M
:5M  5M

Connection
QD8  QD8 Male fitting:

Note: 1 Testing with standard magnet: Φ15. 5x Φ8x5t（Plastic magnet. ）；
. / 、 、 / / ；2  Sine wave X Y Z3 axial direction  each axial direction three times  each time 11ms
. . / - , / 、 、 ；3  complex amplitude 1 5mm 10Hz 55Hz sweep frequency  last one minute  each time X Y Z axial direction for one hour
.   = /  = /  = /  =4  1 No 2 output short circuit protection 3 Power reverse connection protection 4 Surge absorption protection

NPN type ( Input) PNP type ( Output)

Power reverse connection protection    Surge absorption protection

HX-07 Series Magnet switch HX-11 Series Magnet switch

HX-07 Series HX-11 Series1.104 1.105

1 1


